
Thermally advanced single-profile  
facade with mullion to mullion  
technology  
ATF 50

The ATF 50 facade system is dedicated to  
modern buildings with the highest thermal  
insulation requirements.

Based on the solution, it is possible to construct flat
walls as well as skylights. The system incorporates
solutions that guarantee high watertightness parame-
ters and resistance to air permeability. Special
construction of the infill fixing cup to guarantee
full isothermal flattening and excellent thermal
insulation performance.

SELECTED SYSTEM PARAMETERS

from 0.5 W/m2K class RE 2400 Pa class AE 2400 Pa 2400 Pa +/- 3600 Pa RC2, RC3
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DESIGN & FUNCTIONALITY
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Block seals 

New-generation
thermal insulators

A recessed socket impro-
ves the thermal insulation 
of the facade.

Section through the transomSection through the mullion

50 mm 30 mm ÷ 300 mm up to 64 mm up to 700 kg

Width of mullion
and transom

sections

Range of depth
of mullion and

transom sections  

Glazing 
range 

Load bearing
capacity of glass
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Excellent material optimisation thanks to single-pro-
file mullion-to mullion technology.

Option of full prefabrication in the workshop without 
cutting the seals on site.

Fully compatible with other Aluron systems. Easy installation of infills of different thicknesses.

Two sealing variants: standard block seals and with 
sheathing seal for superior tightness.

Profiles and gaskets flushed from the inside of the 
facade.

Wide selection of decorative clips.
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